
TECHNICAL DATA

DESCRIPTION APPLICATION

Multi-Purpose
Pressure Washer Concentrate

Recommended uses:

PRESSURE WASHER CONC.

Ready to use, commercial strength 
formula is recommended for all exterior 
siding (wood, vinyl, aluminum), roofing of 
all types (asphalt shingles, fiberglass 
shingles, cedar til), gutters, stucco, brick 
and cement block, masonry, concrete 
driveways, walkways and walls, porch 
screens, pool areas, engines and 
equipment, even RV’s, patio furniture, 
and boats.

COVERAGE: When mixed (1:10) with 
water, one bottle of concentrate will clean 
up to 2,000 square feet.

No Scrubbing - Spray On - Wash Off
No scrubbing, simply apply to the 
surface, leave for 3 to 5 minutes, and 
wash off.  Contains anti-corrosive agents 
to safeguard pressure washer parts 
(bleach can erode O-rings).  Penetrates 
and helps remove tough stains from dirt, 
oil, grease, bird droppings, tree sap, mold 
and mildew.

NO BLEACH OR AMMONIA!

COLOR: Purple

PACKAGING/CONTAINERS:
Available in 1gal.

Directions for use:
When not using in a pressure washer, 
dilute this product 10:1.

1. Rinse surrounding plants with water, 
before and after application.
2. Wet surface to be cleaned, prior to 
applying product.
3. Place detergent application siphon 
tube and screen filter directly into 
container.  Open meter valve (if 
applicable) for maximum product flow. 
For resivoir machines, pour product (full 
strength) into pressure washer.
4. Spray at low pressure onto a wet 
surface.
5. On vertical surfaces, always spray 
from the top down.
6. Allow product to remain on the surface 
for 3 to 5 minutes to penetrate. Do not 
allow product to dry on surface.
7. Remove siphon tube from solution and 
rinse surface with high pressure spray 
thoroughly.
8. Flush siphon tube with clean water 
prior to storage.

- When using a pressure washer to clean 
painted surfaces, please be aware that 
water pressure alone may remove paint, 
or highlight existing discoloration caused 
by the sun’s UV.
- From the garden hose, rinse any nearby 
plants.
- Always test on an inconspicuous area 
first.
- Overspray can be neutralized with large 
volumes of water.
- For heavy oil and grease stains (such as 
on driveways and garge floors), pour 
product directly onto the stain. Allow to 
penetrate for 10 minutes, then follow 
normal application procedures.
- In case of severe oil and grease stains 
on porous surfaces, oil may bleed to the 
surface or leave a residual stain.  Repeat 
applications may lighten stains, but not 
remove stains completely.

Do not mix this product with 
any other chemicals.
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Supreme Chemicals of GA, INC.
1535 Oak Industrial Ln., Ste. B
Phone: 770-888-8827
Fax: 770-888-8835
www.krudkutter.com
sales@krudkutter.com
Got Krud...Get Krud Kutter!

This product contains alkaline 
detergents.  Eye and skin irritant.  Do not 
take internally.  FIRST AID: In case of 
contact with eyes or skin, flush with water 
for 15 minutes.  If irritation persists, seek 
medical attention.  If swallowed, take 
large amounts of water.  Do not induce 
vomiting.  Get medical attention.
Material Safety Data Sheet available.

KEEP OUT OF REACH OF 
CHILDREN.

Physical Data:
CONTAINS: A proprietary blend of 
biodegradable surfactants, detergents, 
and emulsifiers, in a water-based 
solution.  No petroleum solvents, bleach 
or ammonia.

FLASH POINT: N/A
SHELF LIFE:  N/A
VOC: 0

FOR EMERGENCY CALL 
CHEMTREC (800-424-9300)
INTERNATIONAL 
(703-527-3887)
(COLLECT CALLS ACCEPTED)

Krud Kutter brand products can be found 
in the paint department of most home 
improvement, hardware, and paint stores 
in the US and CANADA.  For a list of 
retailers please:
 visit www.krudkutter.com or
 call 800-466-7126.


